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STRAND FOOTLIGHT.S and BAT:I'ENS

“SUNRAY” MAGAZINE BATTEN B TYPE, 60, 100 or 150 Watt

by .

Constructed in heavy gauge sheet steel, stove-
enamelled white inside, and painted service grey
outside. Compartments at 7in. centres, with runners
carrying metal colour frames. Each compart-
ment fitted with Strand patent ‘ SUNRAY " Glass
Reflector in spring fixing, designed to give narrow
angle beam of light, projecting maximum intensity
on the acting area, while a secondary low intensity
diffused beam illuminates the borders. China E.S.
holders, wired in coloured Rockbestos cable.
Battens built in sections, fishplated together, com-
plete with shackles, pear rings, and horse-shoes
for adjusting tilt.

PRICE ON APPLICATION

“Sunray ' Battens, ** His Majesty’s ** Theatre, London )
A 17 Gelatine Colours, cut to size ... 2s. éd. per doz.
A 18 *““Chromoid’ Colours, cut to size (see page 98) ve  Bsibdr -, T/:)

Lamps : 60, 100 or 150 watt Theatre Batten Gasfilled E.S. Caps (see page 105).
Nett weight per 6 ft. length, 60 Ibs.

e BATTEN PILOTS - go0/-

Pilot Lampholders can be fitted to white compartments at 9= each
extra. On an all-colour batten, an extra compartment is fitted at

2 extra. [/ >

y SR A19 BATTEN CONNECTION
BO X (fitted to end of batten), with
D.P. connectors, for up to twelve ways,
mounted on ‘‘SINDANYO '’ Panel,
complete with earth connection and
clamp for multicore asbestos cable.

£ 50~ ('-p Y
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. ‘ When: ordering, please state which end
"""" of Batten, Box is to be fitted, i.e.,
actor’s Left or Right.

it
A 20 Batten Connection Boxes for jlonizoNTAL
e A s | : L -
mouptlng' ol Wa”’ Fl)’S, or Grid. ANGLE TO AXIS OF BEAM IN DEGREES
o L Specification as above. ‘
1 P / Polar Curve B Type
o T £l—5-0 ( / 1‘1-/0 Batten Reflector o

STRAND ELECTRIC

Temple Bar 7464 (6 lines). AND: ENGINEERING " £0; LTDs Mgl
~ FLORAL STREET, COVENT GARDEN, W.C.2




