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STRAND FOOTLIGHTS 
JUNIOR TYPE FOR 40 or 60 WATT SILICA SPRAYED LAMPS 

This footlight has been designed for the village hall, or school stage where finances would only 
permit the purchase of a standard compartmented footlight at the sacrifice of some more 
important equipment. The Junior footlight provides a single circuit of white or tinted light, 
preferably controlled on a dimmer, to counter heavy facial shadows caused by the usual 
preponderence of overhead lighting. · 

The footlight is made especially compact and is arranged to project only 2f in. above the 
stage in order to provide the minimum obstruction to sight lines. Fixing is direct by brackets 
over the front edge of stage. 

SPECIFICATION 
The housing is constructed in sheet steel, suitably reinforced, in 6 ft. lengths. A 3 ft. extension piece 

is also available (but not sold separately), so that a footlight can be made up into multiples of 3 ft. in length 
overall. B.C. lampholders are fitted at 9 in. centres and wired in fireproof cable for one colour circuit . 
The wiring which is carried in a separate trough terminates at the end of each length in porcelain connectors 
so that adjacent sections may be easily interconnected, and the electric supply brought with equal con
venience to either end of the footlight. Each 6 ft. length has two (and the 3 ft. extension one) fixing 
brackets for securing to the platform or stage floor. Finished black crystalline enamel outside and white inside . 

Weight 
per 6 ft. length approx. 26 lb. 
per 3 ft. extension approx. 13 lb. 

PRICE per 6 ft. length .. 
of 3 ft . extension 

Note 1. 
In the interests of economy no provision is made for colour medium frames 

or runners therefor . Unframed colours CAN, however , be used with this foot
light by inserting them inside the mouth of the reflector, when the natural 
springiness of the material will retain them in position . 

Note 2. 
Fixing brackets are drilled for three No . 10 wood screws for use when the 

footlight is permanently installed . 

When the footlight is frequently installed and removed, a metal floor plate 
should be let into the stage floor under the centre hole of each fixing bracket , and 
the footlight then secured by means of f. in. wing screws . 

Floor plates, wing screws, etc ., are NOT provided by us. 

Lamps 40 or 60 watt internally silica sprayed with B.C. caps. 

each 

.. 
A.250 "Cinemoid "colours (8 in. by 17! in. Two required per 3 ft. of footlight) .. 

HEAD OFFICE AND SHOWROOMS 
29, KING STREET, LONDON, W.C.2 
SALES AND GOODS - 24, FLORAL ST., W.C.2 

TEMPLE BAR #1-4 GRAMS: SPOTLITE RAND LONDON 
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BRANCHES 
313, OLDHAM ROAD, MANCHESTER 10 

COLL YHURST 2136 

62, DAWSON ST., DUBLIN - DUB 7'4030 




