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STAGESOUND 

AUDIO REPRODUCTION EQUIPMENT 
TYPE C.2 SOUND CONSOLE 

This is a standard record replay console designed for theatre use, equipped 
with two 12-in. turntables, two lightweight pickups with provision for accurate 
groove location, monitor loudspeaker and 30-watt twin audio channels. Provision 
is made to feed one turntable into one set of speakers and the other turntable 
into a second set of speakers-this system being particularly useful when it is 
required to have two effects in operation on different parts of the stage. Also 
in the event of a breakdown in one of the amplifiers, instantaneous changeover 
is available into the second amplifier. 

SPECIFICATION 

TURNTABLES-Accurate aluminium cast turntables 
running in impregnated sleeve bearings , rim driven by a 
special belt system ensuring freedom from slip and 
" wow " . Powered by 1 /SOth h.p. motors which are 
synchronous and fitted with a special filter unit mounting 
ensuring a minimum of transmitted vibr ation . 

PICKUPS-Lightweight microcell crystal type employing 
a plug-on type head assembly for ease of replacement . The 
heads are fitted with a permanent sapphire stylus w hich 
can only be removed by the use of special jigs, and therefore 
when the sapphire requires replacement the head must be 
returned to our service department . Two spare heads are 
normally supplied and conta ined in special clips on the 
motor plates for instant changeover . 

The response of these pickups is level within ± 2db 
from 50-11,000 c. p.s. 

LOCATORS-Locating and lowering mechanisms for 
each pickup are fitted which in addition to locating, 
incorporate a safety lowering mechanism . The final lower
ing of the pickup is automatically decelerated, preventing 
damage to records and styli. Location of pickups may be 

· controlled with direct calibration to within 1/100 in. 

AUDIO CHANNELS-Two channels are provided, each consisting of a feedback amplifier with a rated 
audio output of 30 watts, the general specification of the amplifiers is as fol lows: 

Response Level within 2 db from 50 c/s to 20 k/cs. 

Output 30 watts. 

Output lmpedence Internally adjustable for 4, 7.5, and 15 ohms. 
Input lmpedence High impedence for extra external pickups . 15 ohms for Microphone . 

Tone Control Variable treble attenuation . Switchable bass boost circuit for pickups to lift 
response 10 d b at 50 c/s relative to the level of 1 k/c. 

MONITOR-A built-in 8-in . monitor speaker is fitted in front of the console with the volume control and 
muting selector switch for audio channel A or B. 
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