
c 

H.21 

STRAND DIMMERS 
WALL MOUNTING "SUNSET" TYPE 

This is a self-contained dimmer unit suitable for use on Theatre auditorium or 
decorative lighting in lecture halls, churches, etc., or for master dimming 
on smal I stages. 

Wall mounting Sunset Dimmer with 
case removed 
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Maximum Rating in watts * 
Type 

Theatre Constant 

0 2,500 2,000 
p 3,500 3,000 
G 5,000 4,000 
J 10,000 8,000 
K 15,000 12,000 

* 1. The figures given above are maximum 
loadings for the 200/250 volt A.C. range. Prices 
and details for 100/110 volt A.C. and all D.C. 
voltages on application. 

HEAD OFFICE AND SHOWROOMS 

FRAME.-Wrought iron, wall mounting, with perforated iron case. 

PANELS.-Pierrite C.O . grade, heat-resisting, non-warping . 

TERMINALS AND STUDS.-Brass studs, screws, etc., used 
throughout. Studs of ample size fitted with special col lets for con
necting coils. Resistance coils are secured with brass screws and 
nuts, with washers on each side of loop to ensure good contact. 

RESISTANCE COILS.-AII nickel-copper alloy wire, non
corrosive, unaffected by atmospheric conditions, and with a 
negligible temperature co-efficient. 

BRUSH.-Anti-friction carbon of ample section to carry current 
required without voltage drop. 

INSULATION.-Panels, coils, brush, and other live parts are 
insulated from frame with bakelite bushings and washers. All 
insulation is impregnated with bakelite varnish to prevent damp 
creeping in at these points. The insulation resistance of an individual 
dimmer is not less than 20 megohms, measured with a SOO-volt 
testing set. 

OPERATION.-This is either by means of a hand wheel as 
illustrated or lever as desired. The actuating spindle can be extended 
to allow operation from the next room. 

GENERAL-All dimmers have a definite "off" position and are 
made with 100 steps of resistance. Windings are graded to give 
flickerless dimming from "full on " to "off" when used with a 
load of its rated capacity. Dimmers are rated for use "full on " 
or at any intermediate position under conditions normal to theatre 
and stage work. The load applied to the dimmer in the "full on " 
position (i.e. resistance shorted out) should not exceed the wattage 
for which the dimmer is wound. 

CONSTANT RATING.-For special applications when the 
normal theatre rating may be unsuitable, i.e. for indefinitely pro
longed use at intermediate positions, the wattages shown in the 
column headed "constant" below should not be exceeded . 

I Dimensions List price I 

I 
Weight each 

A B c D E £ s. d . 

13" 20.[-" 7" 10-!" 18f" 20 lb . 12 0 0 
13" 20! " 7" 10-!" 18t " 24 lb. 13 10 0 
25" 24-!" 9" 22-!" 22r 43 lb. 21 17 6 
25" 24-!" 12" 22-!" 22r 67 lb . 35 10 0 
25" 24-!" 15-!" 22-!" 22f " 89 lb . 

I 
59 0 0 

* 2. For loadings in excess of those given the next larger size of dimmer must be 
used. Thus for theatre use a wattage of 3,600 requires a type G dimmer ; for very 
prolonged (constant) use, a wattage of 8,100 requires a K type dimmer. 
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