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STRAND SPOTLIGHTS 
PATTERN 102 SOFT EDGE SPOTLIGHT, 2,000 WATTS 

This lantern is designed for use on the stage where a spotlight of lesser 
wattage would not produce a soft edged beam of the required intensity. 
As the edges of the beam are not sharp, it is not intended for long throw 
work from the back of the Auditorium. 

SPECI FICATI 0 N 
The housing consists of a well ventilated one-piece aluminium casting with sheet 
steel light baffles, access to lamp being by a hinged door at rear, and focussing being 
by means of a worm drive from the rear. Fitted with I 0-inch diameter, 8-inch focus, 
prismatic heat resisting lens, lamp tray with bi-post pre-set lamp holder wired 
to a terminal block, and pre-set 7-inch diameter anodised aluminium reflector. 
The front of the housing carries a runner to take metal colour frame. 
The gunmetal tilting fork has a Ii-inch stem (for suspension or insertion in stand). 
The lante rn is locked in position by a handle on the right hand side. Finished 
black crystalline enamel outside, matt black inside, with bright nickel handles. 
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DIMENSIONS 

Lamps: 
2,000-watt Studio 
type bi-post lamp. 
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PRICE (exclusive of lamp) 
Ref. 95- Metal colour frames (I I ! inches X IOi inches) 
Ref. 96-Cinemoid colours for above . . 

Beam Angles: 
Maximum 45°. 
Minimum 8°. 

Weight: 
Nett weight of Lantern 
42 lbs. 

Maximum Throw: 
Normally used up to 45 feet . 

£ s. d. 
36 0 0 each 

4 0 " 
1 13 2 per doz. 

Ref. 258-Heavy tubular steel telescopic stand on 4-inch rubber tyred castors, with 3 
removable legs. Height : Minimum 3 ft . 10 ins., maximum 6 ft . 3 ins . 
Nett weight 21 lbs. 8 5 

2 15 
6 

5 15 
1 15 

0 each 

0 " Ref. 256-Barrel clamp for 2-inch Ext. diam. (1t-in . gas) barrel 
Ref. 246-Extra strong safety chain (for suspension work) .. 0 .. 
Ref. 307-Extra 10-inch diameter, 8-inch focus , heat resisting prismatic condenser lens .. 
Ref. 308-Extra 7-inch anodised aluminium reflectors 

0 " 
0 " 

NOTE. Remote colour changing mechanism can be fitted to th is lantern. 
f itted to the side of the lantern . Price on application . 

HEAD OFFICE AND SHOWROOMS 
29, KING STREET, LONDON, W.C.2 
SALES AND GOODS - 24, FLORAL ST., W.C.2 

TEMPLE BAR #14 GRAMS : SPOTLITE RAND LONDON 

For details see page C.85. A double-pole switch can be 

BRANCHES 
313, OLDHAM ROAD, MANCHESTER 10 

COLL YHURST 2736 

62, DAWSON ST., DUBLIN - DUB 74030 

1/57 Goods are only offered subject to our terms of bus iness . 


