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NARROW-BEAM AND WIDE-ANGLE MODELS 

The standard Pattern 23 (medium angle) is fitted 
with a single lens in the front draw tube. (See foot
note 2 below illustration opposite.) The wide-angle 
model (Patt. 23 /W) is fitted with a second lens as 
shown at 3 opposite. In the narrow-angle model 
(Patt. 23/ N) the standard front lens tube (2) is 
replaced with the special lens front shown here on 
the right. As the lens used is of greater diameter 
than those of the standard and wide-angle models 
the colour frames used are not interchangeable 
with the two latter types. 

RELATIVE PERFORMANCES 

Patt. 23 22 deg. Normally used up to 45 ft 
Patt. 23 /W 37 deg. Normally used up to 30 ft 
Patt. 23 ,' N 11 deg. Normally used up to 65 ft 

For prices of parts to convert a spotlight of one 
type to another type, see page 6 of this leaflet. 

VARIABLE 

BEAM SHAPE AND SIZE 

All spotlights are supplied with four metal dia
phragm plates of fixed but different diameters . 
Optional accessories are the Iris diaphragm (refer
ence C.363) for varying the diameter of circular 
beams, and the four-sided adjustable masks (refer
ence C.364) when irregularly shaped beams are 
required. These masks simply slide into the gate 
provided (see 4 opposite). A mask of any desired 
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Narrow-angle lens front. 

shape may be cut from metal sheets and used in a Iris diaphragm giving an infinite Adjustable four-sided mask pro
viding any quadrilateral shaped 

spot. 
similar manner. degree of spot size. 

Pattern 23/N (rebalanced) 
witlr rear handle. 

FOR USE AS A 'FOLLOWING' SPOT 

For 'following' purposes, or when a spotlight 
will have to be handled frequently, any of the 
Pattern 23 spotlights may be fitted with a heat
insulated rear handle provided that this is specified 
at the time of ordering the spotlight. Handles cannot 
be purchased separately and fixed later. In the case 
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of the narrow-angle Pattern 23 /N the spotlight has 
to be re-pivoted on account of the out of balance 
weight of the special large diameter lens front used. 
The cost of fitting a handle to the Pattern 23/N is 
therefore greater than in the case of Patterns 23 
and 23 /W. Prices are given on page 5 of this leaflet. 


