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SWING 
Manual Control Desks 

SWING6 
Manual control desk for 6 channels w ith : 
• 6 channel faders 
• OMX 512/1990 output on XLR-5F connector 

Power supply 

• 8.5 I 9 V - 22 mA via power supply socket 
or via PIN 4+5 of OMX output 

Option 

• VOE external power supply unit 
input : 230 VAC 
output : 9 VOC / 300mA 
connection cable : 1.5 m 
reference : ALIM/SWING 

Characteristics 

Dimensions 
Length X Width 175 x 138 mm 
Height 48mm 
Net Weight 1.2 kg 

Packing: 
Dimensions 230 x 170 x 80 mm 
Gross weight 2 kg 
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SWING 12 
Manual control desk for 12 channels with : 
• 2 presets A and B 

with preset master faders for manual dipless crossfades 
• General Master fader 
• 2 x 12 channel faders 
• OMX 512/1990 output on XLR-5F connector 

Power supply 

• 8.5 I 9 V - 22 mA via power supp ly socket 
or via PIN 4+5 of OMX output 

Option 

• VDE external power supply unit 
input : 230 VAC 
output : 9 VOC / 300mA 
connection cable : 1.5 m 
reference : ALIM/SWING 

Characteristics 

Dimensions 
Length X Width 280x247 mm 
Height 48mm 
Net Weight 2.2 kg 

Packing: 
Dimensions 605x 202 x 80 mm 
Gross weight 3.5 kg 



SWING 

Interconnections 

OMX 512/1990 IN/OUT STANDARD 

Maximum data cable length : 250 m 
Cable size : 2 x 0,34 mm2 - shielded 

XLRS MX XLR 5 FX 

Screen 1 C,...:~----+-+----+< ::) 1 ! Screen 

Signal - 2 C I 8 2 l Signal -
Signal + 3 C ,) 3 : Signal + 
Power 4 C :) 4 ; Power 
Supply :::j 5 ! Supply 

Note 

These equipments comply with all applicable European 
directives and carry a CE mark. 

SWING 6 
Rear View 

Connector Layout 

1. OMX 512/1990 
XLR5-F 

DMX 
OUT 

pin-out : 1: GNO 
2: OMX-
3: OMX+ 

2. Power Supply 

POWER 
SUPPLY 

2-pin input socket for external 230VAC / 9VOC power 
supply . 

SWING 12 
Rear View 

Connector Layout 

1. OMX 512/1990 
XLR5-F 
pin-out : 1: GNO 

2: OMX-
3: OMX+ 

2. Power Supply 

OMX 
OUT 

POWER 
§) SUPPLY 

2-pin input socket for external 230VAC / 9VOC power 
supply . 
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ADB - Your Partner for Light :::i __________________________________________________ (/) 

Belgium 

Deutschland 

France 
Great Britain 

N.V. ADB S.A. (Group Headquarters) Leuvensesteenweg 585, B-1930 Zaventem 

ADBGmbH 

ADB S.A. 
LSI 

Tel : 32 / 2 / 722.17.11, Fax : 32 / 2 / 722.17.64, E-Mail: adb-ttv@p1 .bru1 .siemens.be 
Dieselstral3e 4, D-63165 Muhlheim am Main Tel : 06108 / 66204, Fax : 06108 /66205 
Buro Nord : Tel : 63165 / 469329, Fax : 05331 / 469177 • Buro Ost : Tel : 030 / 670 44 201, 
Fax : 030 / 670 44 200 • Buro Sud-West : Tel : 06509 / 8570 , Fax : 06509 /8560 
rue de la Vanne 47, F-92120 Montrouge / Paris, Tel : 1 / 41 .17.48.50, Fax : 1 / 42.53 .54.76 
Siemens House, D Block, Windmill Road, Sunbury-on-Thames, Middlesex TW 16 7HS 
Tel : 01932 / 75 .28 .85, Fax : 01932 / 75.28.83 
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