
Features - 100 plus 12/24 console
● Fully digital control console

● 99 memories

● 12 channel 2 scene preset, 24 channel single scene preset  
 operation with unique Hold function in single scene mode

● Built in effect playback

● Designed for portable or rack mounting applications with  
 removable end caps to facilitate rack mounting

● Split crossfader with time fade function

● Bump buttons

● Grand Master and Black out key

● DMX512 output

● Supplied with 90-240 volt CE, UL, cUL universal power supply
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100 plus series Lighting Control Console

100 plus series console

Portable or Rack Mountable Control System

The 100 plus series console is a small, simple to use, preset lighting control desk that also has a theatrical cue stack of 99 memories. It can be 
operated in 24 channel single scene mode or 12 channel two scene mode.  In single scene mode multiple scenes can be set with the Hold 
feature. The console also has the ability to run a single effect. 

100 plus series 12/24 Lighting Control Console
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Strand Control Systems100 plus series Lighting Control Console

100 plus series Consoles

61318  100 plus series 12/24 Console

Includes: Console includes dust cover, universal voltage power  
 supply, and printed installation guide.

Peripheral Equipment - Cables

95090 DMX512 Control Cable 25’ (A5F to A5M)

Accessories

61315 Spare Dust Cover (100 plus series 12/24)

Technical Specifications

Electrical

Supply Voltage: Universal power supply 90-240V

Approvals:  CE marked with UL listed and cUL power
   supply

Connectivity

1  DMX512 Out (XLR5F) port

Mechanical

Construction: Rigid folded sheet steel and Flame  
   retardant ABS controls

Operating Temperature: 0˚ to 40˚C ambient (32˚ to 104˚F)

Humidity:  0% - 95% non-condensing

Storage Temperature: 0˚ to 35˚C (32˚ to 95˚F)

Weight:  4.4 lbs (2.0 kgs)

Dimensions (LxWxH): 22.3 x 14.4 x 3.3 in
   566.0 x 365.0 x 83.0 mm
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