
STRAND BATTEN 
SUSPENSIONS 

A.21 

While 3-line suspension is adequate for compartment battens up to 36 feet long, 
greater lengths should be hung from 4 lines. Either single-drum or multi-drum 
winches may be used, but the former are only suitable where the dimension from 
grid to winch ("A" on sketch below) is greater than the distance through which 
the batten must be raised and lowered. 

The table overleaf gives the materials and quantities required according to length 
of batten and type of winch to be used. The tables also apply for spot and flood 
battens, but see Note 2 overleaf. Where circumstances preclude raising and 
lowering battens, these may be fixed to wall or ceiling by means of a special saddle, 
for details of which see overleaf at foot. 
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KEY TO DIAGRAMS 

I. Gas barrel. 
2. Bridles. 
3. Short or long batten 

suspension arms, see 
page A.13. 

4. !-inch flexible steel wire 
line. 

*5. One-way grid pulleys. 
*6. Four-way grid pulley . 
7. Swivel shackle . 
8. f.--inch flexible steel wire 

line . 
9. 5-cwt . single-drum 

winch . 

10. 5-cwt. three-drum 
winch. 

11. !-inch bulldog grips . 
12. Sash line for hoisting 

away cable. 
13. Cleat for above. 
14. Fly rail connector boxes. 
15. !-inch thimbles. 
16. f.--inch thimbles. 
17. f.--inch bulldog grips. 
18. Batten connecting cables. 
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* Grid pulleys may be 
fixed above grid (as 
shown) , below it, or 
direct to ceiling. 
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HEAD OFFICE AND SHOWROOMS BRANCHES 

GRID 

FLYS 

( continued overleaf) 

29, KING STREET, LONDON, W.C.2 

SALES AND GOODS • 24, FLORAL ST., W.C.2 
313, OLDHAM ROAD, MANCHESTER 10 

COLL YHURST 2736 

TEMPLE BAR +444 GRAMS: SPOTLITE RAND LONDON 62, DAWSON ST., DUBLIN . DUB 7'4030 

11 /52 Goods are only offered subject to our terms of business . 




